Chaos Bandwidth in Mid-infrared Quantum Cascade Photonic Devices with Interband and Intersubband Transitions

O Spitz, J Wu, P Didier, D Díaz-Thomas, Laurent Cerutti, A. N. Baranov, G Maisons, M Carras, C.-W Wong, F Grillot

To cite this version:
O Spitz, J Wu, P Didier, D Díaz-Thomas, Laurent Cerutti, et al.. Chaos Bandwidth in Mid-infrared Quantum Cascade Photonic Devices with Interband and Intersubband Transitions. CLEO Conference on Lasers and Electro-Optics 2021, May 2021, San Jose, United States. hal-03363318

HAL Id: hal-03363318
https://hal.telecom-paris.fr/hal-03363318
Submitted on 3 Oct 2021

HAL is a multi-disciplinary open access archive for the deposit and dissemination of scientific research documents, whether they are published or not. The documents may come from teaching and research institutions in France or abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est destinée au dépôt et à la diffusion de documents scientifiques de niveau recherche, publiés ou non, émanant des établissements d’enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.
Chaos Bandwidth in Mid-infrared Quantum Cascade Photonic Devices with Interband and Intersubband Transitions


1 LTCI, Télécom Paris, Institut Polytechnique de Paris, 19 place Marguerite Perey, Palaiseau, 91120, France
2 College of Artificial Intelligence, Southwest University, Chongqing, 400715, China
3 Fang Lu Mesoscopic Optics and Quantum Electronics Laboratory, University of California Los Angeles, Los Angeles, CA 90095, USA
4 mirSense, Centre d’intégration NanoInnov, 8 avenue de la Vauve, Palaiseau, 91120, France
5 IES, Université de Montpellier, CNRS, Montpellier, 34000, France
6 Center for High Technology Materials, University of New-Mexico, 1313 Goddard SE, Albuquerque, NM, USA

† olivier.spitz@telecom-paris.fr

Abstract: We experimentally display temporal chaotic waveforms in the mid-infrared domain with two different types of semiconductor lasers. The generated high-dimensional non-linear dynamics are of prime interest for private communications and physical random number generation.

1. Introduction

Available semiconductor sources in the mid-infrared (mid-IR) domain showed an accelerated development in recent years, both with intersubband devices and interband devices. On the one hand, quantum cascade lasers (QCLs), which are quasi-class A lasers, now achieve power-plug efficiency above 20% at room temperature and in continuous wave operation [1]. On the other hand, interband cascade lasers (ICLs), which are class B lasers, offer an alternative with lower power-consumption and wavelength up to 7 µm [2]. The versatility of these sources makes them desirable for a wide range of applications, from free-space communications in one of the transparency windows of the atmosphere (3-5 µm) [3] to mid-IR frequency combs [4]. When subjected to external optical feedback, QCLs exhibit several non-linear dynamics encountered in other semiconductor lasers: low-frequency fluctuations, chaos, extreme events [5] ... Amid these phenomena, high-dimensional chaos is useful for applications such as private communications where the message is hidden within the chaotic carrier and physical random bit (PRB) generation [6]. For these two applications, the bandwidth and flatness of the generated chaos are key parameters because they set the maximum data rate of the private transmission [7] and increase the performance of optical chaos-based PRB [6], respectively. We present the first non-linear dynamics in an ICL which outputs chaotic waveforms very promising for the aforementioned applications. Indeed, our experimental efforts show that the chaotic bandwidth can range up to 50 MHz in the case of a QCL and up to 1.2 GHz in the case of an ICL. ICLs have consequently a greater advantage compared to QCLs. Still, QCLs can emit high output-power and reach wavelength up to 15 µm and are thus challengers of choice when one of the two previous conditions is required.

2. Experimental setup

External optical feedback is a common tool to display non-linear dynamics in semiconductor lasers [6] and the experimental setup we used is similar to the one deployed in our previous efforts [5]. The laser under study is mounted within a Newport LDM-4872 socket and a mid-IR lens allows collimating the laser beam. An external cavity with a gold-plated mirror is used to produce the external optical feedback. The light emitted by the laser is retrieved with a Vigo Mercury-Cadmium-Telluride (MCT) detector with a 3 dB-bandwidth of 700 MHz. The electrical signal is subsequently analyzed by a fast oscilloscope at 25 GS/s. The QCL under study is a distributed-feedback (DFB) laser emitting at 5.7 µm and the ICL under study is a Fabry-Perot (FP) laser emitting around 4.2 µm. Similar experiments with FP QCLs did not show a wider chaos bandwidth compared to the DFB case.

3. Results and discussion

When feedback is strong, the lasers emit developed chaos as can be seen in Fig. 1 (a) and (b). The chaos spectrum has a 20 dB-cutoff frequency of 50 MHz in the case of the QCL. In the case of the ICL, the RF spectrum of the chaotic waveform is very flat and its 20 dB-cutoff frequency is 1.2 GHz. Moreover, the ICL’s chaos analysis
For both semiconductor lasers, the chaotic nature of the waveform is assessed by the derivation of the largest Lyapunov exponents (LEs) [9]. The basic idea of the Lyapunov exponent $\lambda$ is to measure the rate at which two originally nearby trajectories diverge in time, which is one of the peculiarities of chaos dynamics. To be considered as chaotic, a waveform must exhibit, at least, one positive Lyapunov exponent. As the time evolves, curves in each panel converge to the values of LE exponents, namely the three largest LEs (Fig. 1 (c) and (d)). For the calculated spectrum, the curves converge to values $\lambda_1 = 0.180 \, \mu s^{-1}$, $\lambda_2 = 0.001 \, \mu s^{-1}$, $\lambda_3 = -0.330 \, \mu s^{-1}$ for the QCL’s output and $\lambda_1 = 4552.1 \, \mu s^{-1}$, $\lambda_2 = 32.7 \, \mu s^{-1}$, $\lambda_3 = -8179.4 \, \mu s^{-1}$ for the ICL’s output. The LE values for the two components are very different because the time scales of the non-linear dynamics are not in the same range. We have reported the first analysis of wideband chaotic waveforms with mid-IR ICLs. The advantage of ICLs lies within their interband structure while still emitting in the mid-IR domain. Future work will focus on generating PRBs and on realizing private communications by taking advantage of the wideband chaos we displayed.